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This paper investigates two critical issues, namely propagation of multi-scale uncertainty, and selection
of failure criteria, related to reliability analysis of composites by using multi-scale methods. Due to the
multi-scale architecture of composites, uncertainties exist in both microscale and macroscale parameters.
It is necessary, therefore, to consider random variables at various length scales to ensure accurate esti-
mates of the reliability of composites. Three types of homogenization methods, namely rule of mixtures,
Mori–Tanaka and computational homogenization, are adopted to link these two scales, and to propagate
uncertainty from micro to macro scales. By integrating these homogenization methods with the stochas-
tic finite element method and structural reliability methods, the reliability of composites can be investi-
gated with a limit state function based on a chosen failure criterion. This multi-scale reliability analysis
procedure has been applied to analyse laminated fibre reinforced composites made of AS4/3501 carbon/
epoxy. Firstly, a comparative study has been conducted to evaluate the performance of the assumed
homogenization methods for the reliability of composites, and to identify advantages compared with a
single scale analysis. The results show that multi-scale analysis can provide more accurate reliability esti-
mates. Secondly, several popularly used failure criteria for composites have been compared using multi-
scale reliability analysis.
 2016 The Authors. Published by Elsevier Ltd. This is an openaccess article under the CCBY license (http://
creativecommons.org/licenses/by/4.0/).1. Introduction
The trend towards the increasing use of composites is being
seen in diverse industries including aerospace, automotive, marine
and construction. Advances in design and structural analysis
approaches are eagerly required to fully exploit the benefits
brought by these materials as other new construction materials
[1,2]. Typical fibre reinforced polymer composite structures are
made up of laminates which in turn are obtained by stacking indi-
vidual plies with different fibre orientation. This leads to three dif-
ferent entities including ply, laminate, and component, whose
mechanical behaviour is characterised by three different scales,
namely fibre diameter, ply and laminate thickness, respectively.
Design performance is often related to the probability of failure
and requires an understanding of the interaction of uncertain char-
acteristics at both material and structure levels. It is for these rea-sons that a formal probabilistic analysis is proposed to study the
performance of composite materials, components, and structures.
Probability-based methods are powerful tools to design struc-
tures under uncertainty. In structural engineering, reliability is
one of the most used indicators that interprets response informa-
tion for design, maintenance, repair, etc. In recent decades, a large
number of articles have contributed to the understanding of the
probabilistic failure and reliability of composites. For example,
[3–5]. However, most of the previous research consider uncertain-
ties at ply- or/and structural-level parameters only, while uncer-
tainties at micro-level parameters are ignored. Owing to the
multi-scale architecture of composite materials, variability in
structural responses is affected by the variations in parameters at
various length scales. As has long been recognised, laminate stress
analysis and lamina failure criterion are two critical elements in
failure analysis of laminated composite structures. Multi-scale
modelling methods are ideal tools to link micro-scale parameters
with macro-scale parameters and to propagate uncertainties from
micro-scale to macro-scale [6,7]. They have demonstrated their
capability to provide sufficiently accurate structural performance
simulations due to the fact that it does not require any assumption
on the constitutive model at ply level. For instance, unidirectional
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versely isotropic materials. Consequently, estimation of reliability
can be improved using multi-scale method [8]. Several researchers
have attempted to conduct multi-scale reliability analyses that
consider uncertainties at both micro-scale and macro-scale
[9–12]. Concerning the second issue, despite years of extensive
research around the world, a complete and validated methodology
for predicting the behaviour of composite structures including the
effects of damage has not yet been fully achieved with the excep-
tion of a few recent research contributions [13,14]. A brief review
of failure criteria for composites is provided in the next section.
Although qualitative evaluations [15–17], quantitatively experi-
mental comparisons [18], and numerical comparisons [19] have
been made for deterministic failure criteria, quantitative compar-
isons of their performance considering uncertainty are much less
prevalent [20].
The objective of this paper is to exploit benefits provided by the
adoption of multi-scale analysis for the reliability analysis of com-
posites. Different homogenization methods including rule of mix-
tures, Mori–Tanaka and computational homogenization have
been adopted to link micro-scale parameters with macro-scale
parameters and propagated uncertainties from micro to macro.
These methods have then been integrated with stochastic finite
element method and structural reliability method to conduct reli-
ability analysis for composites. Benefits of multi-scale analysis
have been investigated by a series of comparative studies on the
effective elastic properties and their statistics, and reliability esti-
mates. In addition, a comparative study of some frequently used
failure criteria has been performed from a structural reliability
analysis perspective. This has been conducted by using computa-
tional homogenization method based multi-scale reliability analy-
sis. Using this approach for the reliability analysis enables us to
investigate the influences of variations in micro-scale and macro-
scale parameters on the reliability estimation, and to quantify
the relative importance of various uncertainties. Consequently,
the sources of differences among various failure criteria can be
identified in a new and unique way. In comparison with a deter-
ministic failure analysis, a reliability analysis requires to conduct
multiple structural analyses. For instance, several iterations are
required to obtain a sufficiently accurate estimate of reliability
when using the first order reliability method. In practice, finite ele-
ment methods have become standard tools for numerical simula-
tion of structural response. Hence, failure criteria incorporated in
a finite element-based reliability analysis should be efficient in
terms of implementation. In accordance with these overarching
considerations, six failure criteria were finally selected in the
present study: (1) maximum stress, (2) Hashin failure theory, (3)
Tsai–Hill failure theory, (4) Tsai–Wu theory, (5) Christensen failure
theory, and (6) Hoffman failure theory. Numerical analyses for a
lamina and a quasi-isotropic laminate ð0= 45=90Þs made of
AS4/3501 carbon/epoxy were adopted for the comparative studies.
2. Brief literature review on failure criteria for unidirectional
fibre reinforced polymer composites
Composite materials display a wide variety of failure mecha-
nisms including fibre failure, matrix cracking, buckling at several
scales, and delamination as a result of their complex structural
behaviour. Hence, various limit state functions (LSF) can be estab-
lished depending on the specific problem under consideration. In
this study, we limit our focus to laminate failure under in-plane
loading conditions, which are largely based on the stress compo-
nents of an individual ply within the laminate. Here, a brief review
of theories for in-plane failure is presented. Readers are referred to
find more comprehensive reviews, such as the state-of-the artcomposite failure theories are included in [17]. Generally, failure
criteria can be broadly classified into two groups according to
whether failure modes are separated or not.
2.1. Failure theories without failure modes
Firstly, we focus on failure criteria where the ply failure modes
are not considered, but the failure of the entire ply is predicted.
From the application point of view, this group is easier and more
convenient to use, especially in reliability analysis which involves
iterative calculations. However, they are often criticised due to
their lack of phenomenological basis. This group includes criteria
from papers in which the difference between fibre and matrix fail-
ure is either unclear or not specified and the so-called fully inter-
active criteria. Hence, a single quadratic or higher order
polynomial equation containing all stress (or strain) components
is used to predict the failure. Tsai–Hill failure theory [21] is one
of the criteria in this group that modifies the Hill’s anisotropic fail-
ure theory derived from the Von Mises yield criterion for metals
[22]. To account for different strengths in tension and compression,
Hoffman added linear terms to Hill’s equation, defining the Hoff-
man failure criterion [23]. Tsai andWu further developed these cri-
teria to improve their performance in the representation of
experimental data that results in the well-known curve fitting
based Tsai–Wu failure criterion [24]. As one of the 19 leading fail-
ure criteria used in the worldwide failure exercises, Tsai–Wu fail-
ure criterion presented in [25,26] shows good performance [18].
2.2. Failure theories with consideration of failure modes
Hashin and Rotem [27], for the first time, proposed failure of
laminated composites attributed to different physical phenomena
including fibre controlled and matrix controlled failure modes.
Many failure criteria have been developed following this idea, and
new failure mode based criteria, which are also called physically-
based failure criteria in the literature, are increasingly being pro-
posed. We only mentioned few of them in this brief review.
2.2.1. Fibre failure
Fibre failure occurs due to the accumulation of individual fibre
failures within plies, which become critical when there are insuffi-
cient intact fibres remaining to carry the required loads. For fibre
tensile failure, it is generally acknowledged that the maximum
stress or maximum strain theory is sufficient to predict this failure
mechanism, such as stated in [28]. To consider the interaction
between different stress components, more sophisticated models,
have been developed. Hashin [29] used a quadratic interaction cri-
terion involving in-plane shear. Chang and Chang [30] improved
Hashin’s criterion [29] by incorporating nonlinear shear behaviour.
Puck and Schürmann [31] modified the maximum strain criterion
to include the transverse normal stress through a stress magnifica-
tion factor. Research in fibre compressive failure is still being per-
formed as the failure mechanism is complex. Depending on the
materials, microbuckling and kinking are often recognised as the
main failuremode under compressive loading in longitudinal direc-
tion [32]. A number of approaches have been developed for incor-
porating the effects of microbuckling and kinking, e.g. [31,33,34].
2.2.2. Matrix failure
Due to the unique feature of fibre-reinforced composites offer-
ing relatively lower properties in the transverse direction com-
pared with the high strength and stiffness properties in the
longitudinal direction, matrix cracks are usually the first observed
form of damage in fibre reinforced composites [35]. The matrix
microcracks usually initiate at defects or fibre–matrix interfaces,
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ure across a critical failure plane. Hence, numerous efforts have
been dedicated to analysing these complex phenomenon in matrix
failure, and a number of approaches have been developed to pre-
dict the formation and growth of matrix cracks. As fibre failure,
the matrix failure mode is divided into failure in tension and fail-
ure in compression.
The classical maximum stress and maximum strain criteria are
the basic types of rules used to examine the initiation of matrix
failure. Due to the fact that matrix failure in tension generally
involves an interaction between the tensile normal and in-plane
shear stresses, many authors proposed failure theories to consider
these phenomena by assuming a critical fracture plane in the
transverse tension direction. Hashin and Rotem [27] proposed
the first quadratic interaction model under in-plane loading condi-
tion, and this model was further developed in several studies, e.g.
[29,36], to include nonlinear shear terms, in situ transverse tensile
and shear strengths, crack density, etc. In contrast, Cuntze and Fre-
und [37] proposed a different model that involves the transverse
tensile stress and strength and through-thickness shear stress.
For matrix failure in compression, Hashin and Rotem [27]
assumed the fracture plane was in the transverse direction and
proposed a simple quadratic interaction criterion using the trans-
verse normal and in-plane shear components. This was then mod-
ified by Hashin [29] to include the through-thickness strength and
Chang et al. [36] by incorporating a nonlinear shear formulation.
The criterion proposed by Cuntze and Freund [37] uses only the
transverse normal strength, with a combination of several stress
invariants. For the criteria considering a non-zero fracture plane
angle, this angle must be either assumed or determined by check-
ing all possible angles, though Puck and Schürmann [31] proposed
an analytical form for the case of plane stress. Davila et al. [38]
developed a set of phenomenological failure criteria denoted as
LaRC03 based on the ideas of Hashin and Puck, where no empirical
and non-physical fitting parameters are required. Subsequently,
improvements on LaRC03 criterion were conducted to extend it
to three-dimensional stress states, and these led to the so-called
LaRC04 criterion [39]. To address the general three-dimensional
stress states confronted in the design and analysis of thick compos-
ite laminates, 3D failure criteria based on Puck’s ideas were devel-
oped in [40], and it was subsequently improved to distinct
transverse and longitudinal failure mechanisms and that led to a
new 3D failure criterion [41].
3. Reliability formulation for unidirectional fibre reinforced
composites based on various failure criteria
Let us consider an unidirectional fibre reinforced composite
lamina as shown in Fig. 1, a coordinate system (1-2-3) with the
1-axis aligned parallel to the axis of the fibres is used, and theFig. 1. Coordinate system and profile of a unidirectional fibre-reinforced lamina.2-3 plane is isotropy. Therefore, the stress term such as r11 repre-
sents the stress in the longitudinal direction. X; Y and Z are defined
as the strengths in the longitudinal, transversal and lateral (or
through thickness) directions. T and C are used to distinguish ten-
sile strength and compressive strength, and subscripts are used to
identify their direction. X ¼ T11;Y ¼ T22, and Z ¼ T33 if
r11 P 0;r22 P 0, and r33 P 0, respectively, and X ¼ C11;Y ¼ C22,
and Z ¼ C33, in the same order. S is used to represent shear strength
with S12; S13 and S23 being in-plane shear strength, transverse shear
strength.
3.1. Maximum stress failure theory (MS)
The lamina is considered to have failed if
C116r116 T11; C226r226 T22; C336r336 T33; jr12j6 S12
ð1Þ
is violated. Note that all seven strength parameters are treated as
positive numbers, and the normal stresses are positive if tensile
and negative if compressive. LSFs derived from these failure condi-
tions are written as:
gMS;1ðxÞ ¼ T11ðxÞ  r11ðxÞ; or gMS;1ðxÞ ¼ C11ðxÞ þ r11ðxÞ ð2Þ
gMS;2ðxÞ ¼ T22ðxÞ  r22ðxÞ; or gMS;2ðxÞ ¼ C22ðxÞ þ r22ðxÞ ð3Þ
gMS;3ðxÞ ¼ T33ðxÞ  r33ðxÞ; or gMS;3ðxÞ ¼ C33ðxÞ þ r33ðxÞ ð4Þ
gMS;4ðxÞ ¼ S12ðxÞ  jr12ðxÞj ð5Þ3.2. Tsai–Hill failure theory (TH)
Based on the distortion theory and von Mises’ yield criterion,
Hill [22] proposed a yield criterion for orthotropic materials
Gþ Hð Þr21 þ F þ Hð Þr22 þ F þ Gð Þr23
2Hr1r2  2Gr1r3  2Fr2r3 þ 2Ls223 þ 2Ms213 þ 2Ns212 6 1
ð6Þ
The components F;G;H; L;M, and N of the strength criterion
depend on the material strengths X;Y and S, and they can be
expressed as [21]:
Gþ H ¼ 1
X2
; F þ H ¼ 1
Y2
; F þ G ¼ 1
Z2
;
2L ¼ 1
S223
; 2M ¼ 1
S213
; 2N ¼ 1
S212
;
2F ¼ 1
Y2
þ 1
Z2
 1
X2
; 2G ¼ 1
X2
þ 1
Z2
 1
Y2
; 2H ¼ 1
X2
þ 1
Y2
 1
Z2
:
ð7Þ
For a unidirectional lamina in Fig. 1 with isotropy plane in 2-3,
Eq. (6) can be simplified, and LSF derived from it can be written as
gTH ¼1
r211
X2
þ r22r33ð Þ
2
Y2
r11r22þr11r33r22r33
X2
þr
2
23
S223
þr
2
12þr213
S212
 !
ð8Þ
3.3. Hoffman failure criterion (HO)
To account for different strengths in tension and compression,
Hoffman [23] added linear terms to Hill’s failure criterion in Eq.
(6) that leads to:
a23 r22  r33ð Þ2 þ a31 r33  r11ð Þ2 þ a12 r11  r22ð Þ2
þa11r11 þ a22r22 þ a33r33 þ 3a44r223 þ 3a55r231 þ 3a66r212 6 1
ð9Þ
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rial strengths as
a12 ¼ 12
1
C11T11
þ 1
C22T22
 1
C33T33
 
;
a23 ¼ 12
1
C33T33
þ 1
C22T22
 1
C11T11
 
;
a44 ¼ 1
3S223
; a55 ¼ 1
3S231
; a66 ¼ 1
3S212
;
a31 ¼ 12
1
C33T33
þ 1
C11T11
 1
C22T22
 
;
a11 ¼ 1T11 
1
C11
; a22 ¼ 1T22 
1
C22
; a33 ¼ 1T33 
1
C33
:
With T33 ¼ T22;C33 ¼ C22, and S12 ¼ S31 for the concerned lam-
ina (Fig. 1), the failure criterion for a unidirectional lamina is sim-
plified to
r211
C11T11
þ r22  r33ð Þ
2
C22T22
 r11r22 þ r11r33  r22r33
C11T11
þ 1
T11
 1
C11
 
r11 þ 1T22 
1
C22
 
r22 þ r33ð Þ
s212 þ s213
S212
þ s
2
23
S223
6 1
ð10Þ
Therefore, the LSF based on Hoffman failure theory can be
established as
gHO ¼1
r211
C11T11
þ r22r33ð Þ
2
C22T22
r11r22þr11r33r22r33
C11T11
þ 1
T11
 1
C11
 
r11
"
þ 1
T22
 1
C22
 
r22þr33ð Þþs
2
12þs213
S212
þs
2
23
S223
#
ð11Þ3.4. Tsai–Wu failure criterion (TW)
To improve thecorrelationbetween failure theoryandexperiment,
Tsai andWu [24] proposed a new interaction equation that uses var-
ious strengths intensor form.This failure criterion isa specializationof
the general quadratic failure criterion and expressed in the form
Firi þ Fijrirj 6 1 ð12Þ
where i; j ¼ 1;    ;6 and repeated indices indicate summation, and
Fi; Fij are experimentally determined material parameters. The
stresses ri are expressed in Voigt notation.
For the studied unidirectional lamina with the 2-3 plane as the
isotropy plane, the following equalities
F2 ¼ F3; F4 ¼ F5 ¼ F6 ¼ 0; F22 ¼ F33; F55 ¼ F66; F12 ¼ F13
ð13Þ
hold. Then the general formof the Tsai–Wu failure criterion reduces to
F1r11 þ F2 r22 þ r33ð Þ þ F11r211 þ F22 r222 þ r233
 
þF44r223 þ F66 r213 þ r212
 þ 2F12r11 r22 þ r33ð Þ þ 2F23r22r33 6 1
ð14Þ
where F44 ¼ 2ðF22  F23Þ. Most of the parameters, Fi and Fij, can be
directly determined from the uniaxial strengths of laminate using
F1 ¼ 1T11 
1
C11
; F2 ¼ 1T22 
1
C22
;
F11 ¼ 1T11C11 ; F22 ¼
1
T22C22
; F44 ¼ 1
S223
; F66 ¼ 1
S212
;
ð15ÞHowever, the remaining parameters, F12 and F23, are the inter-
active strength terms. These must be determined experimentally
using combined stress tests in order to apply the theory to either
the full three-dimensional or the reduced plane stress cases. How-
ever, very few materials have been characterized for these interac-
tive parameters. Consequently, several experimentally empirical
estimates for their values have been adopted when using this the-
ory, for instance
F12 ¼  1
2
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
T11C11T22C22
p ; F23 ¼  1
2
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
T22C22T22C22
p : ð16Þ
DeTeresa and Larsen [42] proposed simple formulae
F12 ¼  F114 ; F23 ¼ F22 ð17Þ
to calculate the two interactive strength parameters F12 and F23 for
materials that do not fail under hydrostatic compression or equal
transverse compression. Accordingly, the LSF using Tsai–Wu failure
criterion is
gTW¼ 1 F1r11þF2 r22þr33ð ÞþF11r211þF22 r222þr233
 
þF44r223þF66 r213þr212
 þ2F12r11 r22þr33ð Þþ2F23r22r33
ð18Þ3.5. Hashin failure theory (HA)
As described in Section 2.2, several criteria have been developed
to distinguish failure mode from various physical phenomena.
Hashin criterion [29] is one of the commonly used, and it is com-
posed of four separate modes including matrix failure in tension
and matrix failure in compression, and fibre failure in tension
and fibre failure in compression. Accordingly, four LSFs are derived
from these failure modes. For tensile matrix mode, r22 þ r33ð Þ > 0
gHMT ¼ 1
1
T222
r22 þ r33ð Þ2 þ 1
S223
r223  r22r33
 þ 1
S212
r212 þ r231
 " #
:
ð19Þ
For compressive matrix mode, r22 þ r33ð Þ < 0
gHMC ¼ 1
1
C22
C22
2S23
 2
 1
" #
r22 þ r33ð Þ þ 1
4S223
r22 þ r33ð Þ2
(
þ 1
S223
r223  r22r33
 þ 1
S212
r212 þ r231
 )
ð20Þ
For tensile fibre mode, r11 > 0
gHFT ¼ 1
r11
T11
 2
þ 1
S212
r212 þ r231
 " # ð21Þ
For compressive fibre mode, r11 > 0
gHFC ¼ 1
r11
C11
 2
ð22Þ3.6. Christensen failure criterion (RC)
Christensen [28] derived a macroscopic failure criterion for
composite materials using micromechanics, and the failure modes
in composites are decomposed into matrix dominant failure and
fibre dominant failure. LSFs based on Christensen failure criterion
thus have two cases. For matrix controlled failure
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1
T22
 1
C22
 
r22 þ r33ð Þ þ 1T22C22 r22 þ r33ð Þ
2
	
þ 1
S223
r223  r22r33
 þ 1
S212
r212  r231
 # ð23Þ
For fibre controlled failure, the LSF is
gCF ¼ 1
1
T11
 1
C11
 
r11 þ 1T11C11 r
2
11
	 

ð24Þ3.7. Transverse shear strength for aligned fibre composites
Many of the failure criteria discussed in the preceding section
require the transverse shear strength, S23, to determine failure
parameters. Compared with other strengths, S23 is particularly diffi-
cult to characterize experimentally. Inspired by the relationship
between shear strength S and tensile and compressive strengths T
and C for isotropic material, Christensen [43] developed a similar
relationship for transversely isotropic material by using microme-
chanics. Itwill beused in the following studies, and it is expressed as:
S223 ¼ gT22C22 ð25Þ
where g has some specific non-dimensional value that is to be
determined.
g ¼ ð1HÞ
2
4 1 T22C22H
 
1 C22T22H
  ð26Þ
where H is given by
H ¼
ð1þ mmÞð1 mmÞ þ
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
ð1þ mmÞ2ð1 kÞ2 þ ð1 2mmÞ2k
q
ð1þ mmÞð1 mmÞ þ
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
ð1þ mmÞ2ð1 kÞ2 þ ð1 2mmÞ2k
q ð27Þ
where mm is the matrix material Poisson’s ratio, and k ¼ Tm=Cm with
Tm and Cm being the tensile strength and compressive strength of
the isotropic matrix material, respectively.
4. Multi-scale finite element based reliability analysis method
for composites
The aim of a reliability analysis is to compute the probability of
an event when the LSF reaches g 6 0. For composite materials, fail-
ure criterion is integrated with stochastic structural responses
obtained from probabilistic structural analysis to form such a limit
state function, gðsðxÞÞ, where x are considered random variables,
such as material properties. In principle, reliability problem can
be stated in the following mathematical expression as the multiple
integrals of the joint probability density function f ðxÞ over the fail-
ure domain
pf ¼
Z
  
Z
g60
f ðxÞdx ð28Þ
where pf is failure probability of interest. An exact solution of Eq.
(28) is usually unavailable because of the multi-dimensional convo-
lutions and the nonlinear nature of the LSFs. Hence, numerical
approaches, such as Monte Carlo simulation, importance sampling,
first/second-order reliability method (FORM/SORM) and Response
Surface Methods (RSMs) [44], are usually employed to solve the
problem in an approximate manner. For reliability analysis of unidi-
rectional composites, FORM can provide sufficiently accurate relia-bility estimate [20,45]. In FORM, the LSF g ¼ 0 is approximated by
the first-order Taylor series expansion, and the essence of the
approximation is to find an optimal point, namely design point,
on g ¼ 0 with highest probability density in the transformed space
of uncorrelated standard normal random variables y ¼ yðxÞ. There-
fore, the searching for the design point is equivalent to solving a
constrained optimization problem
y ¼ argmin kyk j GðyÞ ¼ 0f g ð29Þ
where GðyÞ ¼ gðxðyÞÞ denotes the LSF in the standard normal space.
The distance from the origin in the standard normal space to the
design point is the reliability index b, and b is related to the failure
probability by pf  UðbÞ, where U is standard normal cumulative
distribution function. Several gradient based algorithms have been
proposed in the literature to solve Eq. (29) including the HLRL algo-
rithm, improved HLRL algorithm, etc. In the present study, the
improved HLRL algorithm [46] is adopted and implemented due
to its efficiency and accuracy. According to the chain rule of differ-
entiation, the gradient vector of G can be obtained from
rG ¼ @G
@y
¼ @g
@s
@s
@x
@x
@y
ð30Þ
where @x
@y is Jacobian of the probability transformation,
@g
@s is straight-
forwardly obtained since the limit state function g is function of
components of s in a simple algebraic form. Hence, the only
unknown is @s
@x.
The classic finite difference method, direct differential method,
or perturbation method is usually adopted to calculate @s
@x. They are
combined with finite element analysis when involving complex
structure systems. Due to their multi-scale architecture, variabili-
ties in composites originate from uncertainties at the micro- and
macro-scale parameters. Hence, it needs to link micro-scale with
macro-scale [6,7]. Homogenization methods were adopted to
propagate uncertainties from micro to macro, and they were inte-
grated with perturbation method and finite element implementa-
tion to get the required derivatives of structural responses with
respect to considered variables. The procedure is schematically
presented in the flowchart shown in Fig. 2.
4.1. Linking microscale with macroscale using homogenization
methods
The properties of composites are clearly determined by their
constituent materials, their structure and distributions. Several
approximate methods ranging from the classic rule of mixtures
to leading homogenization theories can be used to predict the
effective elastic properties of composites. In this study, three
homogenization methods including the rule of mixtures (RM),
Mori–Tanaka method (MT) and computational homogenization
method (CH) were selected and their performance on reliability
analysis was investigated. We considered a composite consisting
of fibre with a transversely isotropic material and matrix with an
isotropic material. This type of composite is generally considered
as a transversely isotropic material, and its elastic properties can
be described by five parameters E1; E2; m12; m23 and G12 when align-
ing fibre direction in 1-direction in a 1-2-3 coordination system as
shown in Fig. 1.
4.1.1. Rule of mixtures
RM is the simplest method to estimate the effective elastic
properties of unidirectional fibre reinforced composites. They can
be derived from constituent material properties using the follow-
ing equations:
Fig. 2. Flowchart of the stochastic multi-scale finite element analysis.
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m12 ¼ m f12V f þ mmVm;
E2 ¼ 1ðV f =E f2 þ Vm=EmÞ
;
G12 ¼ 1ðV f =Gf12 þ Vm=GmÞ
;
m23 ¼ E22G23  1:
ð31Þ
with
Gm ¼ E
m
2ð1þ mmÞ and G23 ¼
Gm
ð1 V f ð1 Gm=Gf23ÞÞ
where E and G are Young’s and shear moduli of a material, respec-
tively, m is a Poisson’s ratio, and V is volume fraction, with super-
scripts f and m referring to the fibre and the matrix. With these
effective elastic properties, it is straightforward to calculate the
constitutive matrix, CRM .
4.1.2. Mori–Tanaka method
An important limitation of RM is the fact that it does not con-
sider the mechanical interaction among different phases. More
sophisticated asymptotic homogenization methods have been
developed. A popular model is the mean field method proposed
by Mori and Tanaka [47], which is based on Eshelby’s strain-
concentration tensor around an ellipsoidal inclusion in the matrix.
The estimate of the overall composite stiffness tensor CMT is:
CMT ¼ Cm þ V f C f  Cm
 
AMT ð32Þ
with
AMT ¼ AEshelby VmI þ V fAEshelby
h i1
ð33Þ
where AEshelby ¼ I þ ES C f þ Cm
 h i1
is Eshelbys strain-
concentration tensor, I is the identity tensor, and E is the Eshelby
tensor, which depends only on the inclusion aspect ratio and the
matrix elastic constants. S and C are the compliance and stiffness
tensors, respectively.
For a typical unidirectional fibre reinforced composites consist-
ing of fibre with transversely isotropic material and matrix
with isotropic material, the Mori–Tanaka’s tensor, AMT , can be
found asAMT ¼
A11 A12 A13 0 0 0
A21 A22 A23 0 0 0
A31 A32 A33 0 0 0
0 0 0 A44 0 0
0 0 0 0 A55 0
0 0 0 0 0 A66
2
666666664
3
777777775
ð34Þ
where the non-zero elements are given by
A11 ¼ E
m
Ef1
1þ
mm mmm f12
 
1þmmð Þ 1mmð Þ
2
4
3
5
A12 ¼ E
m
Ef2
mm mmm f23
 
2 1þmmð Þ 1mmð Þ
Em
Ef1
m f12
1þmmð Þ 1mmð Þþ
mm
2 1mmð Þ
A21 ¼ E
m
Ef1
mmm f12
2 1þmmð Þ 1mmð Þ
A22 ¼ E
m
Ef2
3m f23
8 1þmmð Þ 1mmð Þ
Em
Ef1
m f12mm
2 1þmmð Þ 1mmð Þ
mmþ1ð Þ 4mm5ð Þ
8 1mmð Þ 1þmmð Þ
A32 ¼ E
m
Ef2
13m f23
8 1þmmð Þ 1mmð Þ
Em
Ef1
m f12mm
2 1þmmð Þ 1mmð Þ
mmþ1ð Þ 14mmð Þ
8 1mmð Þ 1þmmð Þ
A44 ¼ G
m
Gf23
1
4 1mmð Þþ
34mm
4 1mmð Þ
A55 ¼G
mþGf12
2Gf12
ð35Þ
Therefore, the five effective elastic moduli can be recovered
from Eq. (32).
4.1.3. Computational homogenization method
Although analytical homogenization approaches, e.g. Mori–
Tananka, significantly improve the accuracy in predicting the
overall properties of the composite material, limitations on the
geometry of the representative microstructure and its constitutive
response, which is often assumed to be linearly elastic, hinder their
applications on composites with complex architecture, for instance,
3D composites. Multi-scale computational homogenization meth-
ods, which enable to analyse general geometries and nonlinear
materials, have been developed, and they are becoming standard
approaches for composites [48]. The essence of computational
homogenization method is to discrete fine scale fields on the repre-
sentative microstructure and to obtain the material response at the
macro-scale by solving a boundary value problem defined on a so-
called representative volume element (RVE) of the microstructure.
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adopted in this work can be found in e.g. [49].
In creating a numerical approximation, a key feature in solving
the RVE boundary value problem is the application of appropriate
boundary conditions. Three types of boundary conditions are com-
monly considered in the literature, namely (1) linear displacement,
(2) periodic boundary condition and (3) uniform traction boundary
condition. Periodic boundary condition generally provides the
most accurate estimation among them. Hence, it will be considered
in this study. The generalized RVE boundary condition enforce-
ment approach proposed by Kaczmarczyk et al. [50] and its exten-
sion on 3D finite element method [51] was adopted. In a matrix
form, CH is to solve the following equation:
Kl P
T
P 0
" #
u
k
 
¼ 0
De
 
ð36Þ
where k is the Lagrangian vector, e is the prescribed or given strain,
and P and D are constraint matrix and global coordinate matrix,
which are defined by
P ¼
Z
@X
HNTNdA D ¼
Z
@X
HNTXdA ð37Þ
where H is a matrix associated with boundary condition with
details in [50,51], N is the standard shape function matrix and X
is a position matrix evaluated at the integration points on the RVE
boundary @X.
Solving Eq. (36), the nodal displacement vector uf g and Lagran-
gian vector kf g can be obtained. These are then used to numerically
calculate the effective tangent matrix using the following formula
(see [51] for details of the derivation):
CCH ¼
r
e
¼ 1
Vl
DTk
e
ð38Þ
Therefore, the effective elastic properties can be obtained from
Eq. (38).
4.2. Perturbation technique for uncertainty propagation
4.2.1. Propagating uncertainties from microscale to macroscale
Considering randomness in the material properties of the con-
stituents and defining b ¼ fb1; b2;    ; bngT as an n-dimensional
random vector, that, in the present case, comprises Young’s modu-
lus, Poisson’s ratio, and shear modulus. Using the perturbation
technique [52], an arbitrary stochastic function, uðbÞ, can be
approximated via a Taylor series expansion. Although the general
form of the perturbation-based stochastic finite element method
enables higher-order approximations to be assumed, as proposed
in [53], the commonly used second-order approximation is
adopted here. It can be written as:
uðbÞ ¼ uðbÞ þ 
Xn
i¼1
DbiuðbÞ
 
dbi þ 2 12
Xn
i¼1
Xn
j¼1
HbibjuðbÞ
h i
dbidbj
ð39Þ
where b is the mean value of the random vector b; dbi denotes the
variation around mean value of the i-th random variable,
Dbi ðuÞ
 
and Hbibj ðuÞ
h i
denote the first- and second-order partial
derivatives of uðbÞ with respect to bi, and  is a scalar representing
a given small perturbation.
For the stiffness matrices CRM and CMT obtained from RM and
MT, respectively, their stochastic functions can be directly
expanded to obtained the corresponding approximation functions
following Eq. (39). This is due to the fact that they are explicitlyexpressed as a function of underlying constituent material proper-
ties. Thus, they can be approximated as
CRMðbÞ ¼ CRMðbÞ þ þ
Xn
i¼1
Dbi
CRMðbÞ
 
dbi þ 2
 1
2
Xn
i¼1
Xn
j¼1
Hbibj
CRMðbÞ
h i
dbidbj ð40Þ
and
CMTðbÞ ¼ CMTðbÞ þ þ
Xn
i¼1
Dbi
CMTðbÞ
 
dbi þ 2
 1
2
Xn
i¼1
Xn
j¼1
Hbibj
CMTðbÞ
h i
dbidbj: ð41Þ
For the CH-based analysis, the constitutive matrix CCH is numer-
ically calculated. It is implicitly expressed with respect to underly-
ing parameters, it is thus impossible to be approximated directly
using Eq. (39). Various perturbation technique based probabilistic
homogenization schemes have been proposed in the literature,
e.g. [54,51]. The probabilistic homogenization method developed
by the authors in [51] is adopted in the present study, and the
method is briefly summarised here. For convenience, Eq. (36) is
written in a compact form as
K^
h i
fu^g ¼ F^
n o
: ð42Þ
Considering material properties as random variables, the stiff-
ness matrix K^
h i
and the nodal displacement vector fu^g are thus
stochastic functions. By expanding them in the form of Eq. (39),
substituting into Eq. (42) and equating terms of equal orders of ,
we arrive at the following zeroth-, first- and second-order
equations:
	 The zeroth-orderK^
h i
u^f g ¼ F^
n o
ð43Þ
	 The first-order
Xn
p¼1
K^
h i
Dbp u^
 þ Dbp K^h i u^f gn o ¼ 0 ð44Þ
	 The second-order
Xn
p¼1
Xn
q¼1
K^
h i
Hbpbq u^
 þ Dbp K^h i Dbp u^ þ Hbpbq K^h i u^f gn o ¼ 0
ð45Þ
From Eq. (36), the block related to stiffness matrix, Kl
 
, of the
microstructure in the compact matrix, K^
h i
, is function of material
properties. It can be expressed as
Kl ¼
Z
Xsl
BTClBdV ; ð46Þ
and its first- and second-order partial derivatives are
DbpK
  ¼ Z
Xsl
BT DbpCl
 
BdV ; and HbpbqK
 
¼
Z
Xsl
BT HbpbqCl
 
BdV : ð47Þ
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matrix of constituent material, and DbpCl and HbpbqCl are the
first- and second-order partial derivatives of the material constitu-
tive matrix. Hence, the expression of K^
h i
and its first- and second-
order partial derivatives can be written as:
K^
h i
¼ K P
T
P 0
" #
; Dbp K^
h i
¼ DbpK 0
0 0
	 

; and Hbpbq K^
h i
¼ HbpbqK 0
0 0
	 

:
ð48Þ
Computing Eqs. (43)–(45) successively, the compact displace-
ment vector u^f g and its first- and second-order partial derivative
u^f g and Hbpbq u^
 
can be derived. These are then used to calculated
the effective elastic moduli and its first- and second-order deriva-
tives using Eq. (38) to form its approximation:
CCHðbÞ ¼ CCHðbÞ þ þ
Xn
i¼1
Dbi
CCHðbÞ
 
dbi þ 2
 1
2
Xn
i¼1
Xn
j¼1
Hbibj
CCHðbÞ
h i
dbidbj: ð49Þ
Given the approximation for CðbÞ in Eqs. (40), (41) and (49),
their statistics in terms of mean value and variance can be easily
calculated from the following equations for the second-order
approximation. Mean value is
E CðbÞ  ¼ CðbÞ þ 1
2
Xn
r
Xn
s
Hbrbs CðbÞ
   COVðbr ; bsÞ; ð50Þ
and the variance is
COV CðbÞ r ; CðbÞ½ 
s  X
n
r
Xn
s
Dbr CðbÞ
 
Dbs CðbÞ
  COVðbr ;bsÞ
þ14
Xn
r
Xn
s
Xn
t
Xn
w
Hbrbs CðbÞ
 
Hbtbw CðbÞ
 
E brbsbtbw½ 
:
ð51Þ4.2.2. Stochastic structural responses from stochastic finite element
method
Once the effective constitutive matrix for the composite is
obtained, the finite element implementation to conduct stochastic
structural analysis at the macro level can be realised by using the
standard perturbation-based stochastic finite element method. In
the present study, only the first order expansion is needed as the
first order derivatives of structural responses are required in Eq.
(30). This can be written as:
	 The zeroth order
Ku ¼ F ð52Þ
	 The first order1
3
2
Fig. 3. Representative volume element for unidirectional FRP composite.Xm
i¼1
K DbiuðbÞ
 þ DbiK u DbiF b   dbi ¼ 0 ð53Þ
Solving the Eqs. (52) and (53) consecutively, the nodal displace-
ments u and its first-order partial derivatives, Dbiu
 
can be
obtained. Then other structural response terms can be calculated
straightforwardly. It should be noted that the constitutive matrix
for macroscopic structural elements is obtained from the homoge-
nization method in the present study. Hence, in Eqs. (52) and (53)
the stiffness matrix of macro-scale structural elements and its
first-order partial derivatives are given byK ¼
Xm
k¼1
R
V B
T CkHBdV
n o
DbiK
  ¼Xm
k¼1
R
V B
T Dbi
CkH
 
BdV
n o
:
ð54Þ
where CkH is the constitutive matrix obtained from homogenization
method for the k-th ply.
4.3. Procedure of multi-scale reliability analysis
In summary, the procedure of multi-scale finite element relia-
bility analysis starts with the identification of primitive variables
and their respective distribution type and corresponding parame-
ters at different scales including constituent material properties,
geometrical parameters at the microscale, and variables at lamina
level such as ply stacking orientation and lamina thickness. Proba-
bilistic homogenization methods that combines the micromechan-
ics based homogenization with the stochastic finite element
method is used to propagate the scatter in primitive variables at
micro-scale to uncertainties in the ply level mechanical properties
with Eqs. (40), (41) and (49). Next, another perturbation-based
stochastic finite element method is introduced to determine the
stochastic structural responses corresponding to the selected prim-
itive variables. Finally, the gradient of structural responses with
respect to both micro-scale and macro-scale variables can be
obtained, and these are supplied to the Eq. (30) to calculate the
gradient of the LSF. Hence, the PSMFE and the FORM produce a
multi-scale finite element based reliability analysis method. In
addition, the commonly used Monte Carlo Importance Sampling
(MCIS) is combined with the described multi-scale finite element
method to estimate the probability of failure, which is served as
a benchmark to verify the FORM based reliability calculation.
5. Results and discussions
In this research, a single-layer laminate and an 8-layer quasi-
isotropic laminate studied in the first worldwide failure exercise
(WWFE-I) [55] have been analysed. Both of them are made of
AS4 carbon fibres and 3501-6 epoxy matrix with a microstructure
shown in Fig. 3. The lay-up of the quasi-isotropic laminate is
ð90= 45=0Þs. It has a total thickness of 1.1 mm with all plies
having an identical thickness. Uniaxial and biaxial loading condi-
tions have been considered for the single layer and the quasi-
isotropic multi-layer laminates. Results of reliability index and
the corresponding probability of failure have been calculated by
the previously introduced multi-scale finite element based reliabil-
ity methods, which have been implemented on the Mesh Oriented
Finite Element Method (MoFEM) program [56].
5.1. Estimating statistics of effective engineering properties from
homogenization methods
Before conducting the reliability analysis, a comparative study
was performed to show differences among various homogeniza-
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for the five independent material properties of the composite are
listed in Table 2 and measured data indicated in [55] are also pro-
vided for reference. It can be seen that there are some differences
between calculated results from homogenization methods and
measured data. For instance, the measured longitudinal Young’s
modulus E1 is 126 GPa, while the calculated value is around
136 GPa from all the three methods. Gotsis et al. [57] had similar
observation when participating WWFE-I with their micromechan-
ics based method. In order to make the calculated properties match
the measured data, Gotsis et al. [57] modified the constituent
material properties provided in Table 1 to the following values:
Ef1 ¼ 208:34 GPa, Ef2 ¼ 14:96 GPa, Gf12 ¼ 14:96 Gpa, Em ¼ 5:8 GPa
and mm ¼ 0:38. The calculated properties based on these modified
materials properties are also given in Table 2. It can be observed
that results from MT and CH are close to most of the measured
data, while RM gives the least accurate estimates, especially for
through-thickness components, i.e. E2 and m23. In addition, the cal-
culated properties from [57] by micromechanics are also given in
the table to compare with those from the three homogenizations.
Again, results from CH and MT are quite close to those from [57].
These comparisons demonstrate that the two advanced homoge-
nization methods, i.e. MT and CH can provide more accurate esti-
mates of the effective elastic properties.
Although using the modified constituent material properties
could make the estimated effective elastic properties match the
measured data, the original constituent material properties were
used for the following numerical studies. Variations in constituent
material properties result in variability in the effective elastic
properties. When treating constituent material properties as ran-
dom variables with statistics given in Table 1, uncertainty can be
propagated from micro to macro using Eqs. (40), (41) and (49).
To investigate the difference among homogenization methods on
propagating uncertainties, the statistics of the effective elastic
properties derived from Eqs. (50) and (51) are compared. The
results are given in Table 3. Except for statistics, i.e. mean value
and standard deviation or coefficient of variation, the probabilistic
homogenization method enables to investigate correlations
between the derived material properties at the macroscale. Tables
4–6 give the derived correlation coefficients for the five engineer-
ing properties. It is of interest to observe the correlations that exist
between these effective engineering parameters. In general, the
strength of relationship between variables is measured by the coef-
ficient of correlation. Value in the range from 1.0 to 0.5 or from
0.5 to 1.0 indicates strong correlation, value from 0.5 to 0.3 or
from 0.3 to 0.5 for moderate correlation, value from 0.3 to 0.1Table 1
Statistical properties of random variables.
Item Phase Random
variable
Original
value
Coefficient
of
variation
Distribution
Material
properties
Fibre E f1 225 GPa 0.1 Normal
E f2
15 GPa 0.1 Normal
m f12 0.2 0.1 Normal
m f23 0.07 0.1 Normal
Gf12
15 Gpa 0.1 Normal
Matrix Em 4.2 GPa 0.1 Normal
mm 0.34 0.05 Normal
Strengths Ply XT 1969 MPa 0.1 Log-Normal
XC 1480 MPa 0.12 Log-Normal
YT 48 MPa 0.06 Log-Normal
YC 200 MPa 0.08 Log-Normal
S12 79 MPa 0.11 Log-Normalor from 0.1 to 0.3 for weak correlation, and value from 0.1 to
0.1 for very weak or none correlation. From results in Table 4
derived from CH, it can be identified that there are strong correla-
tion between G12 and E2 or m12 and E1 as their coefficients of corre-
lation are larger than 0.5. In contrast, when using experiment test
to measure these mechanical properties, they are usually assumed
to be independent or it is very difficult to measure these correla-
tions. Hence, it may lead to inaccurate results when assuming
independence among mesoscale parameters. This will be further
discussed in reliability analysis.
5.2. Comparison of multi-scale reliability analyses
As found in the previous section, there are differences among
the three homogenization methods in terms of statistics shown
in Table 3. A quasi-isotropic ð90= 45=0Þs AS4/3502 laminated
plate studied in the WWFE-I was considered in the following study
to further investigate the influence of these differences on the reli-
ability of composite. Two loading conditions with one for uniaxial
tension and another for uniaxial compression were tested. Reliabil-
ity indices from these three homogenization methods are quite
similar when the plate is under uniaxial tension condition. How-
ever, the calculated reliability indices differ from each other when
the plate is under uniaxial compression. Results for the 45 ply
from CH, RM and MT are shown in Fig. 4 when a series of compres-
sion is applied. The limit state function based on Tsai–Wu failure
criterion as given in Eq. (18) was used. It can be seen that the reli-
ability indices from RM are larger than those from the rest two
methods, and CH provides the lowest estimates among these three
approaches. Comparing with CH and MT, the results obtained from
RM are significantly larger which may indicate more aggressive
prediction as larger reliability index refers to the smaller probabil-
ity of failure. Calculated reliability indices are also summarised in
Table 7. The estimated effective elastic properties in Table 3 imply
that those provided by MT are closer to CH than corresponding val-
ues obtained from RM. Furthermore, sensitivity factors, which are
direction cosine to measure the relative importance of uncertain-
ties in each variable, shown in Fig. 5 indicate that random variables
have different contributions in various homogenization methods.
This comparison may demonstrate that the homogenization meth-
ods with consideration of the interaction between various phases
of materials provide more rational estimation in reliability
analysis.
5.3. Comparison of multi-scale and single scale reliability analyses
A further investigation was conducted here to compare multi-
scale and single scale finite element reliability analysis. For the sin-
gle scale finite element reliability analysis, only one instance of the
finite element analysis, i.e. structural level, is required. In such
case, the ply is treated as homogeneous material. Hence, all the
random variables are at ply level. In practice, ply material proper-
ties are assumed to be independent when obtained from experi-
mental tests, while the results derived from the probabilistic
homgoenization methods show that they are correlated. Hence,
the first analysis is to investigate the influence of correlation on
reliability analysis. In single scale reliability analysis, two groups
of calculations were carried out. Ply material properties and their
statistics obtained from homogenization methods are used. For
the first group, the ply material properties were treated as inde-
pendent random variables, while they were considered as corre-
lated variables with correlation matrix given in Tables 4–6. The
reliability results are shown in Figs. 6–8 for properties obtained
from CH, RM and MT, respectively. These results indicate that the
correlation has certain influences on the reliability calculation.
Ignoring the correlation or assuming independences among
Table 2
Comparison of effective elastic properties estimated from various methods (moduli in GPa).
Item WWF-I Original Modified
CH RM MT CH RM MT Chamis
E2 11 9.55 7.36 8.75 11.43 9.17 10.72 11
E1 126 135.92 136.69 136.77 126.77 127.32 127.38 127.31
m23 0.4 0.254 0.243 0.299 0.308 0.271 0.352 0.414
m12 0.28 0.252 0.179 0.173 0.273 0.272 0.273 0.272
G12 6.6 4.72 3.38 4.52 5.77 4.34 5.57 6.29
Table 4
Correlations of effective elastic properties derived from computational homogeniza-
tion method.
Random variable E2 E1 m23 G12 m12
E2 1 0.0103 0.2320 0.5531 0.3208
E1 0.0103 1 0.0081 0.0127 0.5381
m23 0.2320 0.0081 1 0.0904 0.3176
G12 0.5531 0.0127 0.0904 1 0.0073
m12 0.3208 0.5381 0.3176 0.0073 1
Table 5
Correlations of effective elastic properties derived from rule of mixture method.
Random variable E2 E1 m23 G12 m12
E2 1 0.0252 0.2230 0.8957 0.0027
E1 0.0252 1 0.0243 0.0289 0.0120
m23 0.2230 0.0243 1 0.5288 0.6577
G12 0.8957 0.0289 0.5288 1 0.1048
m12 0.0027 0.0120 0.6577 0.1048 1
Table 6
Correlations of effective elastic properties derived from Mori–Tanaaka method.
Random variable E2 E1 m23 G12 m12
E2 1 0.0221 0.0723 0.7170 0.1704
E1 0.0221 1 0.0125 0.0272 0.0078
m23 0.0723 0.0125 1 0.4212 0.6712
G12 0.7170 0.0272 0.4212 1 0.0095
m12 0.1704 0.0078 0.6712 0.0095 1
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Fig. 4. Comparison of reliability index from various homogenization methods.
Table 3
Comparison of the statistics of the effective elastic properties estimated from various methods (moduli in GPa).
Item CH RM MT
Mean STD CV Mean STD CV Mean STD CV
E2 9.55 0.970 0.073 7.36 0.56 0.077 8.75 0.64 0.073
E1 135.92 13.41 0.099 136.69 13.38 0.098 136.77 13.38 0.098
m23 0.254 0.018 0.072 0.243 0.016 0.064 0.299 0.024 0.082
m12 0.252 0.023 0.092 0.179 0.008 0.045 0.173 0.009 0.054
G12 4.72 0.36 0.077 3.38 0.30 0.088 4.52 0.36 0.079
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comparison was conducted that is between multi-scale analysis
and single scale analysis. In single scale analysis, the derived mate-
rial properties and their statistics from RVE analysis are used.
Results in Fig. 9 show that there is a good agreement between
these two methods. It indicates that the probabilistic homogeniza-
tion method can accurately propagate uncertainties from micro to
macro. In general, these two sets of comparative studies show that
multi-scale reliability analysis can provide an efficient estimation
of reliability for composites by including both microscale and
macroscale uncertainties. More importantly, ignoring dependence
between material properties at macroscale or ply level may result
in inaccurate results for the reliability of composite.5.4. Comparison of failure criteria in multi-scale reliability analysis
In this section, we focus on the issue about the selection of fail-
ure criterion for composites in establishing limit state function.
The performance of six commonly used failure criteria was com-
pared in terms of reliability by using the introduced multi-scale
reliability analysis method. In the preceding section, CH based
multi-scale reliability analysis method show better performance
than the rest two methods. Hence, it was used in the following
studies.
5.4.1. Single-layer laminate
A single layer composite plate was studied first. Constituent
material properties and lamina strengths are considered as random
variables, and their statistical information including the type of
distribution, mean value and coefficient of variation is listed in
Table 1. In total, twelve random variables with seven representing
micro-scale parameters and five for mesoscale parameters were
considered. Four analysis cases were chosen: two uniaxial stress
cases of (1) tension in the longitudinal direction and (2) compres-
sion in the longitudinal direction, and two biaxial stress cases of (3)
Table 7
Reliability index from various situations.
Method Scale Applied load (MPa)
350 400 450 500 550 600 650
CH Micro 5.31 4.53 3.84 3.21 2.63 2.10 1.61
Macro Independent 5.25 4.49 3.80 3.18 2.61 2.09 1.61
Correlated 5.34 4.56 3.87 3.24 2.66 2.13 1.64
MT Micro 5.55 4.78 4.08 3.45 2.87 2.34 1.84
Macro Independent 5.43 4.66 3.97 3.35 2.78 2.26 1.78
Correlated 5.56 4.78 4.08 3.45 2.87 2.34 1.84
RM Micro – 6.05 5.41 4.82 4.28 3.77 3.30
Macro Independent 6.64 5.93 5.29 4.70 4.15 3.65 3.19
Correlated – 6.12 5.47 4.87 4.32 3.80 3.33
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Fig. 5. Sensitivity factors of reliability index from various homogenization methods.
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Fig. 6. Comparison of reliability index calculated using statistics derived from CH.
Applied load (MPa)
-650 -600 -550 -500 -450 -400 -350
R
el
ia
bi
lity
 in
de
x,
 
1.5
2
2.5
3
3.5
4
4.5
5
5.5
6
MT-Independent
MT-Correlated
Fig. 7. Comparison of reliability index calculated using statistics derived from MT.
Applied load (MPa)
-650 -600 -550 -500 -450 -400 -350
R
el
ia
bi
lity
 in
de
x,
 
3
3.5
4
4.5
5
5.5
6
6.5
7
RM-Independent
RM-Correlated
Fig. 8. Comparison of reliability index calculated using statistics derived from RM.
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longitudinal tension and shear.
For the two uniaxial stress cases, the plate is subjected to a ten-
sion of 0:7XT and a compression of 0:7XC , respectively. The esti-
mates of reliability from different failure criteria for these two
cases show that the six failure criteria almost provide the same val-
ues of the reliability index or failure probability. Thus, these resultsare not given to keep the article concise. Table 8 shows the results
for the lamina under biaxial loading conditions. One is subjected to
combined longitudinal and transverse tension with magnitudes of
0:55XT and 0:5YT , and the other is under combined in-plane shear
and longitudinal tension with magnitudes of sxy ¼ 0:25S12 and
rx ¼ 0:6XT . For the biaxial tension case, the three failure mode
based criteria provide the most conservative reliability estimates
Sensitivity factor
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Fig. 10. Sensitivity factors of reliability index for the single-layer laminate under
biaxial tension.
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Fig. 11. Sensitivity factors of reliability index for the single-layer laminate under
tension and shear.
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Table 8
Reliability indices and probabilities of failure obtained from various failure criteria for
the single layer laminate under biaxial loading.
Failure
theory
Reliability
method
r1 ¼ 0:55XT vs.
r2 ¼ 0:5YT
r1 ¼ 0:6XT vs.
s12 ¼ 0:25S12
b pf b pf
MS FORM 5.94 1:43 109 5.07 2:01 107
MCIS 5.95 1:33 109 5.09 1:82 107
HA FORM 5.94 1:43 109 4.15 1:64 105
MCIS 5.94 1:39 109 4.09 2:15 105
TW FORM 4.26 1:04 105 3.85 5:89 105
MCIS 4.21 1:28 105 3.82 6:75 105
TH FORM 4.50 3:41 106 4.12 1:86 105
MCIS 4.49 3:51 106 4.10 2:03 105
RC FORM 5.94 1:43 109 5.07 2:01 107
MCIS 5.93 1:54 104 5.03 2:42 107
HO FORM 2.94 1:63 103 3.61 1:53 104
MCIS 2.96 1:53 103 3.56 1:86 104
208 X.-Y. Zhou et al. / Composite Structures 155 (2016) 197–212among the six, and the Hoffman criterion provides the smallest
estimate of reliability index. The calculations based on the maxi-
mum stress, Hashin and Christensen failure theories imply that
the failure mechanism is tensile fibre failure. Hence, the probabil-
ities of failure were calculated by using Eqs. (5), (21) and (24),
which are essentially based on the maximum stress failure. The
sensitivity information shown in Fig. 10 provided by FORM indi-
cates that all the six reliability indices are most sensitive to uncer-
tainty at the longitudinal ply tensile strength. However, the
reliability indices provided by the three failure theories without
failure mode are negatively correlated to uncertainty in the trans-
verse ply tensile strength. This leads to smaller reliability indices
provided by the Tsai–Wu, Tsai–Hill and Hoffman failure theories.
For the tension and shear case, the reliability estimates from the
maximum stress and the Christensen criteria are larger than those
from the rest four criteria. The failure mode determined by the
maximum stress and the Christensen criteria is again fibre tensile
failure, while the Hashin theory indicated that the laminate failure
is caused by matrix failure. Under the considered loading condi-
tion, there has shear stress in the structure. From the LSFs in Eqs.
(5) and (24), only longitudinal stress and ply strengths are consid-
ered in the fibre tensile failure mode. The uncertainties in ply shear
strength and the influences of shear modules on resulting struc-
tural responses are ignored. It thus leads to differences in the reli-ability estimates obtained from fibre tensile mode based analyses
with those from matrix failure mode. It is further confirmed by
the sensitivity information shown in Fig. 11, which indicates the
uncertainty in shear strength has a significant influence on the reli-
ability of the structure under the considered loading condition.
In addition, a stochastic failure envelope for r1 versus r2 based
on the Tsai–Wu failure theory is produced. Since there is no analyt-
ical solution for Eq. (18), it is very time consuming to numerically
evaluate it. Hence, only the envelope for reliability index, b ¼ 3:8,
which is specified by the Eurocode 1 for ultimate limit states ‘‘ap-
propriate for most cases”, is given for illustration purpose as shown
in Fig. 12. A set of combinations of r1 and r2 were searched to get
the reliability index of b ¼ 3:8, and these found r1 and r2 (see red
circle points in the figure) were then used to establish an optimal
envelope (see blue curve in the figure) by curve fitting. In accor-
dance with the deterministic failure envelope, the area inside the
envelope is the safe zone that has a smaller probability of failure
or higher reliability index of b > 3:8.
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Fig. 12. Stochastic failure envelope for r1 vs. r2 for reliability index b ¼ 3:8.
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For the multilayer laminate, two uniaxial stress cases were
investigated first. For uniaxial tension case, the results were
obtained for the laminate subjected to a tension of 160 MPa, while
a compression stress of 350 MPa was applied to the laminate for
the uniaxial compression case. In order to simplify the understand-
ing, only results for the first failure ply are reported in Table 9.
When the laminate is under uniaxial tensile loading, the 90 ply
has the largest probability of initiating damage under the consid-
ered loading condition, and the 45 and þ45 plies fail after the
90 ply but before 0 ply. The failure mode based criteria including
maximum stress, Hashin and Christensen indicate that the damage
initiates from the matrix failure. Comparing the estimates listed in
Table 9 from different failure criteria, the Tsai–Wu criterion gives
the smallest reliability index or the largest failure probability for
the 90 ply, while the three failure mode based criteria provide
the largest reliability index. It can be seen from the sensitivityTable 9
Reliability indices and probabilities of failure obtained from various failure criteria for the
rx ¼ 160 MPa
Failure theory Reliability method 1st ply (90)
b pf
MS FORM 4.24 1:10 105
MCIS 4.23 1:15 105
HA FORM 4.24 1:10 105
MCIS 4.26 1:04 105
TW FORM 3.97 3:57 105
MCIS 3.96 3:70 105
TH FORM 4.22 1:21 105
MCIS 4.22 1:23 105
RC FORM 4.24 1:10 105
MCIS 4.25 1:05 105
HO FORM 4.12 1:92 105
MCIS 4.12 1:93 105information shown in Fig. 13 for the 90 ply that uncertainties in
both micro-scale elastic properties and ply strengths affect the reli-
ability of the structure under uniaxial tension. In addition, the
slight differences in the reliabilities between the failure mode
based group and the group without failure mode may result from
the uncertainties in the longitudinal tensile and compression
strengths.
For the uniaxial compression case, the 45 and þ45 plies fail
prior to the 0 ply, and the 90 ply fails at last. The failure mode
dependent criteria including Hashin and Christensen imply that
the failure initiates from the matrix damage for the 45 and
þ45 as the criteria of matrix controlled failure gives a larger prob-
ability of failure. Furthermore, the results from maximum stress
failure theory further indicate that the failure mode is due to shear
failure, which agrees with finding from the experiment reported in
[58]. Comparing the estimates from different failure criteria, the
Hashin criterion gives the smallest reliability index or the largestquasi-isotropic laminate.
rx ¼ 350 MPa rx ¼ ry ¼ 160 MPa
2nd ply (45) 1st ply (90)
b pf b pf
4.20 1:36 105 4.82 7:11 107
4.19 1:37 105 4.80 7:74 107
3.55 1:94 104 4.82 7:11 107
3.54 1:97 105 4.82 7:33 107
5.33 4:89 108 5.27 6:68 108
5.33 5:06 108 5.27 6:67 108
3.96 3:71 105 4.77 9:34 107
3.97 3:56 105 4.78 8:71 107
5.35 4:37 108 4.82 7:11 107
5.34 4:71 108 4.83 6:92 107
5.17 1:15 107 4.91 4:60 107
5.16 1:23 107 4.91 4:47 107
Fig. 13. Sensitivity factors of reliability index for the 90 ply of the quasi-isotropic
laminate under uniaxial tension.
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tensen criterion provides the largest reliability index. By observing
the sensitivity information shown in Fig. 14, the positive contribu-
tion from the uncertainties in the longitudinal ply strength results
in slight larger reliability estimates for the Tsai–Wu, Hoffman and
Christensen theories based LSFs comparing with those from the
rest three failure theories. For the 0 ply, the smallest reliability
estimate is given by the Tsai–Wu failure criterion, but all the six
failure criteria give similar reliability estimate. Importantly, com-
pared with the judgement from deterministic failure analysis,
which concludes that the damage initiated simultaneously in
45 plies and the 0 ply [43], the reliability analysis finds that
the damage initiates at the 45 plies prior to the 0 ply.
To create a biaxial tension loading condition for the quasi-
isotropic laminate, a tensile uniform pressure loading was applied
on all side edges perpendicular to the x- and y-axes. Here, equal
loads were applied along the x- and y-directions with
rx ¼ ry ¼ 150 MPa. Results for reliability calculations by FORM
and MCIS are listed in Table 9. As expected, all layers have quite
similar reliability estimates or failure probabilities when usingFig. 14. Sensitivity factors of reliability index for the 45 ply of the quasi-isotropic
laminate under uniaxial compression.the same failure criterion. This is due to the fact that the laminate
is quasi-isotropic. Comparing the estimates from different failure
criteria, they generally have some extent scatter. The Tsai–Wu cri-
terion implies that the highest failure load will be predicted as it
provides the largest reliability or the smallest probability of failure.
The other five theories provide very similar results with the lowest
from Tsai–Hill, which implies the most conservative estimation.
Furthermore, the three failure mode based criteria show that the
damage initiated at the matrix. It can be seen from Fig. 15 that
all the six failure theories have similar extents of sensitivity to
uncertainties in matrix material properties Em and mm, fibre mate-
rial properties m f23; m
f
12;G
f
12; E
f
1 and E
f
2, and ply strength YT . The reli-
ability estimates obtained from the Tsai–Wu and Hoffman theories
based LSFs slightly differ from those from the rest four failure the-
ories based LSFs due to the fact that they are affected by the uncer-
tainties in XT and XC .
6. Conclusions
In this paper, the two critical issues, propagation of multi-scale
uncertainty and selection of failure criterion, for the reliability
analysis of composites were investigated. For the multi-scale
uncertainty issue, three types of homogenization methods – rule
of mixtures, Mori–Tanaka, and computational homogenization,
were adopted to link micro and macro scales. They were further
combined with the perturbation technique to propagate uncer-
tainty at multiple scales. This enables statistical analysis of mate-
rial properties at the macroscale when uncertainties are present
in the constituent material properties at the microscale. By inte-
grating these homogenization methods with the stochastic finite
element method and structural reliability methods, such as the
first order reliability method and Monte Carlo importance sam-
pling used in the present study, the structural reliability of com-
posites can be investigated with a selected probability failure
function constructed on failure criterion for composite. This
multi-scale reliability analysis procedure was applied to analyse
laminated fibre reinforced composites made of AS4/3501 carbon/
epoxy. Six popularly used failure criteria in reliability analysis of
laminated fibre reinforced polymer composites were compared
and their performance were evaluated by using multi-scale relia-
bility analysis. Some conclusions can be drawn from studies con-
ducted in this paper:Fig. 15. Sensitivity factors of reliability index for the 90 ply of the quasi-isotropic
laminate under biaxial tension.
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technique to form probabilistic homogenization methods, it is
possible to address the multi-scale uncertainty issue. These
probabilistic homogenization methods enable to determine
statistics of the effective elastic properties of composite materi-
als with uncertainties in constituent material properties.
	 Various probabilistic homogenization methods produce differ-
ent estimates of statistics for material properties at the macro-
scale. These differences may result in different prediction in
reliability analysis for composites in certain loading conditions.
Among the examined three homogenization methods, the two
advanced homogenization methods, i.e. Mori–Tanaka and com-
putational homogenization, provide more rational results in
reliability analysis.
	 Probabilistic homogenization methods reveal that there are cor-
relations between material properties at the macroscale, and
ignorance of these correlations may lead to in accurate estimate
of reliability index for the reliability analysis of composites.
	 The comparison of failure criteria in reliability analysis demon-
strates that the difference between the failure mode based cri-
teria and the failure criteria without failure modes becomes
more evident when the structures are in complex stress status,
such as under biaxial or off-axis loadings. Differences among
the examined failure criteria were investigated using multi-
scale analysis. In general, failure theories without failure modes
are preferred in reliability analysis for composites due to their
efficiency.Acknowledgment
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